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SD 150201 | EC 250201

SD 150203 | EC 250203

SD 150202 | EC 250202

SD 150204 | EC 250204
EC plus 621004 
Basic plus 611004

SD 150233

Signal R11 plus

SD 150205 | EC 250205
EC plus 621005
Basic plus 611005

SD 150206 | EC 250206

SD 150207 | EC 250207
EC plus 621007
Basic plus 611007

SD 150208 | EC 250208

 SD 150235

SD 150221 | EC 250221

SD 150222 | EC 250222
EC plus 621022
Basic plus 611022

SD 150223 | EC 250223

SD 150224 | EC 250224

SD 150237

SD 150225 | EC 250225

SD 150234 | EC 250234

SD 150236 | EC 250236

SD 150232 | EC 250232

SD 150231

SD 150213 | EC 250213
EC plus 621013
Basic plus 611013

SD 150240 | EC 250240

SD 150215 | EC 250215

SD 150219 | EC 250219

SD 150212 | EC 250212

601060

In sensible areas close wall plinths do not only look nice but are in  
many cases also a must from a hygienic point of view.

Inner and outer corners – 
hygienic and aesthetic

Corners and plinths are depending on quality, inferior 
products are dirty before you know it and show traces of 
bacteria. This is not the case with Colorex as it is thermally 
bonded. This multiple usable accessory offers you for such 
problem areas the perfect closing solution and with that the 
absolute freedom of the room design. 

The Colorex accessories have amongst others preformed 
inner corners with a great radius which is linked to the size of 
the cleaning pads. This way the dirt collection of difficult to 
reach areas is prevented. 

Preformed outer corners are prevented from tearing because 
of their special construction. The inner reinforcement 
prevents that the outer corners tear or break, due to high 
mechanical pressure, e.g. the rotation of a cleaning machine. 
While Colorex SD and EC are homogeneous material without 
additional backing material or strengthening layers it can be 
optimally combined with constructions like unequal walls. 
The well thought of accessories make the cleaning regime 
easy and guarantees a reliable durability - a real hygiene 
advantage.

Technical specifications ColorexColorex collection
Colorex meets the requirements of EN 649

Colorex SD Colorex EC Colorex EC Plus Colorex Basic Plus R11 Plus

7 CE marking EN 14041 Compliant Compliant Compliant Compliant Compliant

ASTM** Compliant Compliant

1 Total thickness ISO 24346 / EN 428 2.0 mm / 3.0 mm* 2.0 mm / 3.0 mm* 10.5 mm 10.5 mm 10.5 mm

; Tile size EN 427 615x615 mm 
615x1230 mm*

615x615 mm 
615x1230 mm* 608x608 mm 608x608 mm 608x608 mm

H Commercial very heavy ISO 10874 / EN 685 34 34 34 34 34

K Industrial heavy ISO 10874 / EN 685 43 43 43 43 43

# Electrical resistance
IEC 61340-4-1 
EN 1081 (100V) 
ANSI/ESD 7.1

106 ≤ R ≤ 108 Ω 5 x 104 ≤ R ≤ 106 Ω 2.5 x 104 ≤ R ≤ 106 n.a. n.a.

 #
Electrical resistance 
in combination with ESD Shoes

IEC 61340-4-5 
ESD STM 97.1 n.a. R < 3.5 x 107 Ω R < 3.5 x 107 Ω n.a. n.a.

) Outgassing IDEMA M11-99 total < 1 μg/cm2 total < 1 μg/cm2 total < 2 μg/cm2 total < 2 μg/cm2 n.a.

Total TVOC 28 days
Total TSVOS 28 days AgBB guidelines < 1 mg/m3 

< 0.1 mg/m3
< 1 mg/m3 

< 0.1 mg/m3
< 1 mg/m3 

< 0.1 mg/m3
< 1 mg/m3 

< 0.1 mg/m3 n.a.

* Bacteriostatic SNV 195 920 Pass Pass Pass Pass n.a.

5 Chemical resistance ISO 26787 / EN 423 Excellent Excellent Excellent Excellent Excellent

[ Slip resistance DIN 51130 R9 R9 R9 R9 R11

. Total weight ISO 23997 / EN 430 3.2 kg/m2 3.2 kg/m2 12.4 kg/m2 12.4 kg/m2 11.4 kg/m2

2 Dimensional stability ISO 23999 / EN 434 0.05% 0.05% n.a. n.a. n.a.

Thermal dilatation coefficient n.a. n.a. 0.11 mm/m°C 0.11 mm/m°C 0.11 mm/m°C

3 Residual indentation ISO 24343-1 / 
EN 433 0.035 mm 0.035 mm n.a. n.a. n.a.

Resistance to loads (performance 
may vary, subject to local conditions) n.a. n.a.

Powered pallet truck and forklifts: total weight up to 2.5 t with 
hard wheels and up to 5 t with air tyres. 

Static loads: 50 kg/cm2 - dynamic loads: 90 kg/cm2

t Abrasion resistance EN 660-2 Group M Group M Group M Group M n.a.

g Castor chair continuous use ISO 4918 / EN 425 no effect no effect no effect no effect n.a.

> Light fastness EN ISO 105 B02 ≥ 6 ≥ 6 ≥ 6 ≥ 6 n.a.

s Impact sound reduction EN ISO 140-8 2 dB 2 dB 12 dB 12 dB 12 dB

All Colorex products meet the requirements of EN 14041 &
L

Body voltage generation,  
with appropriate ESD shoes

IEC 61340-4-5 
ESD STM97.2 
EN 1815

40 V 20 V 20 V < 2 kV < 2 kV

R Reaction to fire EN 13501-1 Bfl-s1 Bfl-s1 Bfl-s1 Bfl-s1 Bfl-s1

[ Slip resistance EN 13893 μ = 0.60 μ = 0.60 μ = 0.60 μ = 0.60 n.a.

e Thermal conductivity EN 12524 0.28 W/(m·K) 0.28 W/(m·K) 0.28 W/(m·K) 0.28 W/(m·K) 0.28 W/(m·K)

  * Available on request
**  Product also tested to ASTM. Results available on request

The quality and environmental management system of Forbo Giubiasco S.A. (CH) where Forbo Colorex is manufactured are certified in accordance 
with ISO 9001 and ISO 14001


